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Toolox round bars 
Applications  
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The high-
strength, high-
performance 

steel 

The renowned 
hard and tough 

steel for 
aggressive 

environments 

Safety for 
automotive 

The premium 
engineering and 

tool steel 

Hardest steel 
for maximum 

protection 

For harsh 
weather and 
greener living 

SSAB  
DOMEX / BORON  

FORM / WEATHERING 
LASER® PLUS  

Optimized 
families 
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Strong globally and locally 

SSAB main production sites 

SSAB production sites 

SSAB tubes production 

Sales coverage 

Luleå, Sweden 
Raahe, Finland 
Hämeenlinna, Finland 
Borlänge, Sweden 
Oxelösund, Sweden 

Montpelier, Iowa, USA 
Mobile, Alabama, USA 

Tube production 
in the Nordics 

MORE THAN 

COUNTRIES OF  
SALES COVERAGE 

50 
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Plastic moulds  Cold forming Hot forming 

Structures 
(Mechanical properties, 
  High temp.) 

High friction 
(Clamping/Holding) 

Low friction 
(Sliding/Guiding) 

TOOLOX 
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Main Toolox benefits 
 
- Already heat treated 
 
- High strength AND crack resistence 
 
- Suitable for surface engineering 
 
- Superior and consistent quality 
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Thickness 5 - 130 mm 


